UNITED STATES COAST PILOT CORRECTIONS in appendix D to this part.
(i) West of 85°30'W. long.
COAST PILOT 4 35 Ed 2003 Change No. 23 (A) Fisheye.

LAST NM 8/04 (B) Gulf fisheye.
(C) Jones-Davis.

(i) East of 85°30'W. long.
(A) Fisheye.
(B) Gulf fisheye.
(C) Jones-Davis.

Page 100—Paragraph 1151, line 2; read:
66.0, need not open for the passage of vessels.

8117.324 Rice Creek.

The CSX Railroad swingbridge, mile 0.8, in Putnam (D) Extended funnel
County, shall open on signal from 8 a.m. to 4 p.m., daily. (E) Expanded mesh.
From 4:01 p.m. to 7:59 a.m., daily, the bridge shall open with (CL 63/04; FR 01/09/04) ' 9/04
a 24-hour advance notice to CSX at 1-800-232-0142. '

(CL 71/04; FR 1/13/04) 9/04

Page 396—Paragraph 168, lines 11 to 14; read:

- - ge, lights, and daybeacons. The CSX Railroad bridge, 0.8
Page 229—Paragraph 3872 to Page 230—Paragraph 38‘{%?6 above the mouth, has a swing span with a channel width

read: L of 40 feet and a clearance of 2 feet. (SEE7.1 through
(h) Shrimp in the Gulf- o 117.49 and 117.324chapter 2, for drawbridge regulations.)
(1) BRD requirement—(i)Vest of 85°30'W. londOn a s, Route 17 highway bridge, 1.0 mile ...
shrimp trawler in the Gulf EEZ west of 85°30'W. long. and (CL 71/04: NOS 11487) 9/04

shoreward of the 100-fathom (183-m) depth contour, each
net that is rigged for fishing must have a certified BRD
listed in paragraph (h)(2)(i) of this section installed, unless
exempted as specified in paragraphs (h)(1)(iii) through (v)
or paragraph (h)(3)(iii) of this section.

(i) East of 85°30'W. longOn a shrimp trawler in the
Gulf EEZ east of 85°30'W. long., each net that is rigged
for fishing must have a certified BRD listed in paragraph
(h)(2)(ii) of this section installed, unless exempted as
specified in paragraphs (h)(1)(iii) through (v) or para-
graph (h)(3)(iii) of this section.

(i) A shrimp trawler is exempt from the requirement
to have a certified BRD installed in each net provided
that at least 90 percent (by weight) of all shrimp on
board or offloaded from such trawler are royal red
shrimp.

(iv) A shrimp trawler is exempt from the requirement
to have a BRD installed in a single try net with a head-
rope length of 16 ft (4.9 m) or less provided the single
try net is either pulled immediately in front of another
net or is not connected to another net.

(v) A shrimp trawler is exempt from the requirement
to have a certified BRD installed in up to two rigid-
frame roller trawls that are 16 ft (4.9 m) or less in length
used or possessed on board. A rigid-frame roller trawl is
a trawl that has a mouth formed by a rigid frame and a
grid of rigid vertical bars; has rollers on the lower hori-
zontal part of the frame to allow the trawl to roll over the
bottom and any obstruction while being towed; and has
no doors, boards, or similar devices attached to keep the
mouth of the trawl open.

(vi) A trawl net is rigged for fishing if it is in the
water, or if it is shackled, tied, or otherwise connected to
a sled, door, or other device that spreads the net, or to a
tow rope, cable, pole, or extension, either on board or
attached to a shrimp trawler.

(2) Certified BRDs The following BRDs are certified
for use by shrimp trawlers in the respective areas of Gulf
EEZ specified in paragraphs (h)(2)(i) and (ii) of this sec-
tion. Specifications of these certified BRDs are contained
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